FORGED BRASS BALL VALVE

Three Piece Body with Mounting Pad ¢ Full Port
Blowout Proof Stem ¢ Stainless Steel Ball & Stem ¢ PTFE Seats
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m THREADED END TO END KITZ
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M
é —TE T ——LH 1 BODY FORGED BRASS (B283, C37700)
& . 2 CAP FORGED BRASS (B283, C37700)
M 3 STEM STAINLESS STEEL (A276, TYPE 316)
4 BALL (Vented) STAINLESS STEEL (A276, TYPE 316
a CODE # 63M (C3TMM) or A351 Gr. CF8M)
= SOLDER* 7 GLAND BRASS ROD (B16)
U TAGGING HOLE 8 GLAND PACKING PTFE
m S12E 3/4 & OVER 9 HANDLE (1) CARBON STEEL
” ol - 10 HANDLE NUT CARBON STEEL
O B ST 16 SPRING WASHER CARBON STEEL
m . jq ;ﬁgglg%rj?bg 30 BALL SEAT PTFE
> ] 33 CAP NUT CARBON STEEL (A307 Gr. B)
HOUNTING PAD S35 CAP BOLT CARBON STEEL (A307 Gr. B)
- — ' :1_ 45 O-RING FPM
T ¢ . 47 THRUST WASHER REINFORCED PTFE
) 124A  SPRING (14" - 1") STAINLESS STEEL (A313, TYPE 316)
= - S I 1 P ) 124B SPRING & PIN (11/4" - 2")  STAINLESS STEEL (A313 & A276,
3 TYPE 316)
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DIMENSIONS * WEIGHTS » QUANTITIES
d2 dl APPROX. |CARTON
sizg| 4 | H | DU| L | L1 | L2 [PUp| P2 | P3| F oS e Y oy
in. ||, 1039] 1543231931096 11| - [177] - [055] - | - 2 Py
mm. 9.9 [39.1| 820 |49.0 | 244 (279 - |440| - |190] - | - 19.1
in. |0 7[0.39] 154323 (1.9310.96] 1.1 | - [1.77] - [075 [ 506 | .502| 42 P
mm. 99 [39.1|82.0 490|244 (279 - |440| - | 191 | 129 | 128 | 191
SIZE 1 ONLY UP T0 3/4 SIZE 1%&OVER SIZE 3/4 ONLY in. 12 05918932324 |12 - - [1.77] - | 098 | .631 | .627 36 36
mm. 14.0{ 480 82.0 | 60.0 [305| - | - |440| - | 249 | 160 | 150 | 164
*REFERENCE VALVE INSTALLATION TIPS FORSOUND il ** oS oo oSS s ez s a o amoom, >
SOLDER JOINTS (PAGE BV-70) OR SEE INSTALLATION in. : 0981248 15.12 132711.63| - [1.42| - - 122 [1.132]1.128 32 6
SHEET PACKAGED WITH VALVE. mm. 249]62.0 [130.0 83.1 |[414| - [36.1] - | - | 300 | 288 | 28.7 | 145
in [ . [126]272]512[ 39 [195] - [1.42] - | - | 146 [1382[1378] 32 0
mm. 32.0(69.1 [130.0 99.1 [495| - (361 - | - | 37.1 351|350 145
SPECIFICATION in [ [157]307]591 46123 [23 [142] - | - | 177 [1.633[1.628] 42 .
. mm. 39.9(77.0 |150.1|117.1| 58.4 | 58.4(36.1| - | - | 44.0 | 415|414 | 19.1
Approved valve shall have three piece forged in |, [1.97[335[591 547|274 - 142 - | - [ 205 [2.133[2.128] 44 .
brass body with mounting pad, blowout mm, 50.085.1[150.1]138.9]69.6 | - [36.1| - | - | 521 542|541 20.0
proof stem, PTFE seats, stainless steel ball
and stem, and full port design. Valves shall 49\ = T -10-24 UNC (11/:1'" -23|{4")
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