FORGED BRASS BALL VALVE

STAINLESS STEEL TRIM
Two Piece Body ¢ Full Port

Blowout Proof Stem ¢ Stainless Steel / Vented Ball « PTFE Seats and Seals
CSA (US/C) « UL

CODE # 68M (AKTAFM) STANDARDS
THREADED END TO END KITZ
THREADED ENDS ANSI B1.20.1
ot WALL THICKNESS KITZ

T i I CONFORMS TO MSS-SP 110

TAGGING HOLE
SIZE 3/4 & OVER

TAGGING HOLE PRESSURE/TEMPERATURE

SIZE 1/4-1/2

150 PSI - SATURATED STEAM TO 366°F
600 PSI - NON-SHOCK COLD WATER, OIL OR GAS

9
7 NOTE:  PRESSURE/TEMPERATURE CHART - PAGE BV-36
: I ! MATERIAL LIST
P T - -9 NO. NAME OF PART SPECIFICATION
30—t || @e 1 BODY FORGED BRASS (B283, C37700)
22— c us 2 BODY CAP FORGED BRASS (B283, C37700)
1 m 3 STEM STAINLESS STEEL (A276, TYPE 316)
L 4 BALL (Vented) STAINLESS STEEL (A276, TYPE 316
or A351 Gr. CF8M)
7 GLAND BRASS ROD (B16)
8 GLAND PACKING PTFE
9 HANDLE (1) CARBON STEEL
CODE # 69M (CTAFM) 10 HANDLE NUT CARBON STEEL
SOLDER¥* 16 WASHER CARBON STEEL
1 30 BALL SEATS PTFE
T NOTES: (1) ELECTROPLATED ZINC WITH PLASTIC COVERING
TAGGING HOLE
SIZE 3/4 & OVER/
$17¢ aygn1vs DIMENSIONS * WEIGHTS * QUANTITIES
i @2 | d H | DI L | LI d1 APPROX. | CARTON
SIZE Max | Min | NETWT.| QTY
. 039 154 [ 323 [ 161 | - B B 73
mm. | ¥ | 99 | 300 | 820 409 | - = 5 218 120
in. | 5o [039] 154 [ 323 [ 16s [ 1.1 [ 05 [ 05 43 120
- dl a1 mm. 9.9 | 39.1 | 82.0 | 419 | 267 | 129 | 128 218
in. [ 09165 3231209 [ 11 [ 06 |06 52 0
mm. 150 | 419 | 82.0 | 53.1 | 287 | 160 | 159 23.6
in [ 1o 200 [ 3941236 [ 14 109 T 09 50 o
U mm. 20.1 | 51.1 | 100.1 | 59.9 | 348 | 224 | 223 227
in. L |oss 22 snfass [ 16 [ rr |l 51 B
*REFERENCE VALVE INSTALLATION TIPS FOR SOUND SOLDER JOINTS mm. 249 | 589 11300 | 719 [ 417 | 288 | 287 232
(PAGE BV-70) OR SEE INSTALLATION SHEET PACKAGED WITH VALVE. in. || 126 f 252 ) 512 [323 ] 2.0 | 14 ] 14 50 24
mm. 320 | 64.0 | 130.0 | 82.0 | 50.8 | 35.1 | 350 227
in |, 157287 [ 591 [362]24 | 16 [ 16 54 6
mm. 399 | 729 | 150.1 | 919 | 59.7 | 415 | 414 245
in. , o735 [ sorlan 28 a1 21 72 o
mm. 50.0 | 80.0 | 150.1 | 1049 71.9 | 542 | 54.1 327
SPECIFICATION CERTIFICATIONS:
Approved valve shall have two piece forged brass CSA (US/C) -40°C~65°C (-40°F~149°F)

CGA 9.1b-2001/ANSI 21.15b-2006 - .5 PSI

body, stainless steel trim, blgwoul proof stem, PTFE Ck CR 91003 < I DT
seats/seals,and full port design. Valves shall be ASME B16.44 - 5 PSI
pressure rated to 150 WSP/600 WOG and conform CAN/CGA 3.16-M88 - 125 PSI
to MSS-SP 110 and Certified to CSA, UL. ASME B16.33-2002 - 125 PSI

UL-125, -842, -1769
KITZ Code No. 68M (AKTAFM) Threaded Ends

BV-10 KITZ



