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CODE #836 (AKAFN)
THREADED (½"-2")

CODE #826 (CAFN)
SOLDER (½"-2")

STANDARDS

PRESSURE - TEMPERATURE

MATERIAL LIST

END TO END KITZ STD.
THREADED ENDS ASME B1.20.1
SOLDER ENDS ASME B16.18
DESIGN  KITZ STD.

250 PSI NON-SHOCK COLD WORKING PRESSURE (CWP)
175 PSI @ 176°F - MAX PRESSURE/TEMP. RATING

 NO. NAME OF PART SPECIFICATION

 1 BODY LF CAST BRONZE  (C89530)
 2 CAP LF CAST BRONZE  (C89530)
 4 DISC FKM
 12 DISC HOLDER LF CAST BRONZE  (C89530)
 124 SPRING PHOSPHOR BRONZE

LEAD-FREE COPPER ALLOY LIFT CHECK
250CWP BRONZE

6LOHQW�7\SH�����6SULQJ�/RDGHG�9HUWLFDO�/LIW�&KHFN�����5HQHZDEOH�).0�'LVF
*NSF/ANSI 61G & NSF/ANSI 372

*Product complies with NSF/ANSI Standard 61 Annex G, 
NSF/ANSI Standard 372 and conforms with lead content 
UHTXLUHPHQWV�IRU�´OHDG�IUHHµ�SOXPELQJ�DV�GHÀQHG�E\�&DOLIRUQLD��
9HUPRQW��0DU\ODQG�� DQG� /RXLVLDQD� VWDWH� ODZV� DQG� WKH� 8�6��
6DIH�'ULQNLQJ�:DWHU�$FW�WKDW�ZHQW�LQWR�HIIHFW�-DQXDU\������

SIZE
d2 L L1 Wt. 

Lb/Kg
Crtn 
Qty

   in 2.09 1.40 0.631 0.627 0.38

 mm 53.0 35.6 16.0 15.9 0.2

   in 2.32 1.48 0.881 0.877 0.56

 mm 59.0 37.6 22.4 22.3 0.3

   in 2.64 1.68 1.132 1.128 0.86

 mm 67.0 42.7 28.8 28.7 0.4

   in 3.07 1.88 1.382 1.378 1.25

 mm 78.0 47.8 35.1 35.0 0.6

   in 3.31 2.15 1.633 1.628 1.78

 mm 84.0 54.6 41.5 41.4 0.8

   in 3.86 2.52 2.133 2.128 2.88

 mm 98.0 64.0 54.2 54.1 1.3
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